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Thinking

Did you know we have a glycol laboratory?
�To find out about our testing services offered� to our glycol customers,  

contact our technical team.

technical@blendedproducts.com

Properties of Thermablend-TX Corrosion Inhibitor Package

1: Weight gain is indicated by a - sign

Heating

Method Coolant ASTM D3306
Requirements

pH (50% DI water) ASTM D1287 8 - 9 7.5 to 11.0

Water content ASTM D1123 < 5% 5% w/w max

Ash content ASTM D1119 < 20ppm 5% w/w max

Specific gravity (15°C) ASTM D5931 1.117 1.110 to 1.145

Reserve alkalinity (pH 5.5) ASTM D1121 4.2ml Report

Foaming properties ASTM D1881 < 50ml / < 2s 150ml / 5s max

Hard water stability ASTM D7437 < 0.5ml /

Glassware corrosion tests ASTM D1384 Weight loss (mg/specimen)
Copper: 		 0.7
Solder: 		  1.8
Brass: 		  0.3
Steel: 	             -0.21

Cast Iron:           -0.81

Aluminium: 	 1.2

Weight loss (mg/specimen)
Copper:		  10 max
Solder:		  30 max
Brass:		  10 max
Steel:		  10 max
Cast Iron:	 10 max
Aluminium:	 30 max

Corrosion of cast-
aluminium alloys at heat-
rejecting surfaces

ASTM D4340 Weight loss (mg/cm2/week)
0.9

Weight loss (mg/cm2/week)
±1.0 max

Cavitation/erosion tests ASTM D2809 Visual rating 9 Visual rating 8 min

Simulated service 
corrosion test

ASTM D2570 Weight loss (mg/specimen)
Copper: 4.4
Solder: 6.8
Brass: 2.8
Steel: -2.21

Cast Iron: -3.31

Aluminium: 1.2

Weight loss (mg/specimen)
Copper:		  20 max
Solder:		  60 max
Brass:		  20 max
Steel:		  20 max
Cast Iron	 20 max
Aluminium:	 60 max


